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Individual Data Representation 



10 The present invention relates to a method and a system for the individual 
representation of data. 



Information requested by a user device naturally needs to be in a format to be 
understood by this specific user device. Therefore, in many instances information 
is only accessible to a certain group of user devices. For example, homepages of 
individuals or companies provided by a webserver over the internet are generally 
available only to specific user devices, namely computer systems supporting the 
regular homepage data format html. However, the access of other user devices to 
this information may also be desirable. Such user devices may be, for example, 
handheld computers or mobile phones. 



15 



20 



25 



30 



Therefore, the object of the present invention is to provide a method and a system 
allowing the access of data, particularly over a network, to a variety of different 
user devices, including mobile phones and handheld computers. 

This object is achieved by the inventive method for presenting data on a user 
device with presentation requirements relating to the presentation of this data on 
the user device, comprising the following steps: 

a) receiving a request from the user device for the data by data presentation 
management means, 

b) identifying the presentation requirements of the user device to the data 
presentation management means, 
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c) selecting a presentation scheme for the data in accordance with the 
presentation requirements, so that the presentation scheme can be apphed to 
the data to create presentable data to allow the presentation of the data on the 

user device. 

Herein, the step c) may be carried out by the data presentation management 
means The inventive method may also comprise the step d) of applying the 
presentation scheme to the data to create presentable data to allow the presentation 
of the data on the user device. This step d) may be carried out by the data 
presentation management means. However, step d) may also be carried out by the 
user device or by any other device which applies the presentation scheme and 
provides the presentable data to the user device. 

The aforementioned method may be supplemented by the further step e) of 
15 transmitting the presentable data to the user device to allow the presentation of the 

data on the user device. 

The data may be retrieved by the data presentation management means before the 
application of the selected presentation scheme to the data. In another 
embodiment of the present invention the data may be retrieved by the user device 
itself. Then, the selected presentation scheme may be applied by the user device or 
by the presentation management means. The latter would, for example, apply, if 
the data retrieved by the user device would be transferred to the presentation 
management means for applying the selected presentation scheme and than be re- 
transferred to the user device. 
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In the scope of the present invention a method is also provided for obtaining data 
by a user device having presentation requirements relating to the presentation of 
the data on the user device, comprising the following steps: 

a) submitting a request by the user device to data presentation management 
means for obtaining the data from the data presentation management means, 
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the request causing the identification of the presentation requirements of the 
user device to the data presentation management means, the selection of a 
presentation scheme for the data in accordance with the presentation 
requirements of the user device by the data presentation management means, 
the request further causing the application of the selected presentation scheme 
to the data to create presentable data, and 
b) receiving in the user device the presentable data to allow the presentation of 
the data by the user device. 

Furthermore, a method is provided for obtaining data by a user device having 
presentation requirements relating to the presentation of the data on the user 
device, comprising the following steps: 

a) submitting a request by the user device to data presentation management 
means for obtaining the data from the data presentation management means, 
the request causing the identification of the presentation requirements of the 
user device to the data presentation management means and the selection of a 
presentation scheme for the data in accordance with the presentation 
requirements of the user device by the data presentation management means, 

b) receiving in the user device the selected presentation scheme for the data, 

c) applying in the user device the selected presentation scheme on the data to 
create presentable data. 

Herein, the user device may receive the data via data management presentation 
means, as described earlier. 

Data in the scope of the present invention is the representation of information. 
This information can be presented by any suitable means, for example, text, 
picture, sound, movie or action. -Different kinds of information can also be 
combined. This data may be accessible to the user device, for example, via a 
network. For the retrieving of the data certain requirements of the user device 
have to be considered. Such requirements may be of different type. They include 
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presentation requirements. They may further have different origin. For example, 
the requirements may be caused by the software on the user device, which may 
support only specific kinds of information. It may also be possible that the 
requirements depend of the hardware of the user device, if the user device can, for 
5 example, present information merely via a loudspeaker. User depending 
requirements are also possible in the scope of the present invention. This may be 
caused by certain preferences of the user as well as by a handicap. 

In the scope of the present invention data includes also functions. Such functions 
10 may be, for example, actions for presenting data, for example, movies and sound 
as well as function for processing on data like, for example, calculation functions 
or spellchecker. 

A user device according to the present invention may be, for example, a computer 
15 system comprising at least a processor, a storage medium and an i-/o-interface. 
Via this i-/o-interface the user device may be connected to the source of the data. 
It will also be possible that the requested data is stored on the storage medium of 
the user device. Regularly, the user device comprises also input and output 
devices connected via the i-/o-interface. 

20 

The requested data may be retrieved via at least one portlet. In the context of the 
present invention a portlet is understood to be means for providing the requested 
data from a data source, for example, from a certain homepage or data base. 
Two or more portlets may be arranged in tree-like organization. This tree-like 
25 organization may be presented to a user of the user device, for example, on a 
screen of the user device, so that this user has the possibility to easily choose 
among the offered portlets. 



j The presentation requirements of the user device may be determined based on 
30 information about the user, device. For example, if the data presentation 
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management means are informed about the type of the user device they may 
conclude therefrom the presentation requirements of the user device. 

In the context of the present invention data presentation management means are 
hardware or - generally - software means for managing the presentation of data 
on a user device. Their exact functionality depends on the implementation of the 
present invention. The functionality of the data presentation management means 
includes at least the selection of the presentation scheme for the requested data in 
accordance with the presentation requirements of the user device. For this purpose 
the data presentation management means must be informed about the presentation 
requirements of the user device. Furthermore, the functionalities of the data 
presentation management means may include the application of the selected 
presentation scheme on the requested data in order to create presentable data to be 
presented by the user device. This requires the availability of the requested data 
for the data presentation management means. The retrieval of this data may also 
be carried out by the data presentation management means. 

The presentation schemes may be defined, for example, in an extensible stylesheet 
language (XSL). XSL is a language for creating a stylesheet which describes how 
content being formatted in an extensible markup language (XML) will be 
presented to a user device. The presentation scheme may describe, for example, if 
a certain content defined in XML will be displayed, where this content will be 
displayed and how it will be displayed. 

The methods of the present invention may be implemented in a computer program 
(computer program product), including comprehensive office applications. A 
computer program product comprises a medium configured to store or transport 
computer readable code, or in which computer readable code may be embedded. 
Some examples of computer program products are: CD-ROM disks, ROM-cards, 
floppy disks, magnetic tapes/ computer hard drives, servers on a network and 
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Such a computer program may be stored on any common data carrier like, for 
example, a floppy disk or a compact disk (CD), as well as on any common 
computer system's storage facilities, like hard disks. Therefore, the present 
invention also relates to a data carrier for storing a computer program for carrying 
out the inventive methods. The present invention also relates to a method for 
using a standard computer system for carrying out the present inventive methods. 

In the scope of the present invention a computer system is provided comprising at 
least a processor, a memory and an i-/o-interface for representing data depending 
on presentation requirements of a user device relating to the presentation of the 
data on the user device, comprising data presentation management means, 
wherein the data presentation management means include: 

a) at least one receiving module for receiving a request of the user device for the 
data, 

b) at least one identifying module for identifying the presentation requirements 
of the user device, and 

c) at least one selecting module for selecting a presentation scheme for the data 
in accordance with the presentation requirements. 



25 



30 



Furthermore, the computer system may comprise 

d) at least one retrieving module for retrieving the data, and 

e) at least one applying module for applying the selected presentation scheme to 
the data to create presentable data which may be presented by the user device. 

The retrieving and the applying functions may also be carried out in a user device 
or in a computer system being accessible to the user device. Therefore, the 
retrieving module and the applying module may also be located in the user device 
or in any computer system which is connectable or conntected to the user device 
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and which is able to deliver the result of the application of the presentation 
scheme, the presentable data, to the user device. 

The aforementioned computer system may be supplemented by a transmitting 
module e) for transmitting the presentable data to the user device to allow the 
presentation of the requested data on the user device. 

The present invention will now be described exemplary along the following 
figures, which show: 

Fig. 1 : schematic representation of an example for the method and system 

of the present invention 
Fig. 2: schematic representation of the screen print of a user device using 

the present invention 
Fig. 3: flow chart showing obtaining the presentation requirements of a 
user device 

Fig. 4: flow chart showing the steps to be carried out by a method 

according to the present invention 
Fig. 5: flow chart showing the operation of a method of the present 

invention 

Fig. 6: schematic representation of the portlet manager 

Fig. 1 shows an example of a system and method according to the present 
invention. A user device like a mobile phone la or a laptop computer lb may 
want to access certain data via the network 2. This network 2 may be the Internet 
or any other permanent or temporary network, for example a local area network. 
Other user devices are suitable as well in the scope of the present invention. 
Examples include any kind of computer systems, like servers and personal 
computers, and any devices which are -able, to -process data and to communicate 
with other devices for exchanging data. In 'this context computer systems may 
include at least a processor, a storage medium and an i-/o-interface. In the context 
of the present invention data refers to any type of information which is arranged in 
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certain order to be accessible by a computer system. The data to be accessed may 
also include one or more functions or functionalities provided to the user of a user 
device. Functions are, in this context, possibilities given to the user device to 
initiate any actions beyond the mere retrieval or display of information, for 
5 example, a search in the internet for a certain publication or the initialization of a 
software program on a remote server carrying out some operations in response to 
the user device's request. 

If the user device la or lb wants to access certain data via the network 2, it will 
10 send a request for said data, for example, for a certain homepage, to a webserver 
3. The webserver 3 comprises a processor, a memory and an i-/o-interface. In 
particular, the webserver 3 includes means for receiving this request. The request 
may specify the data requested from the mobile phone la or the laptop lb by 
giving suitable address data as to where this data can be found, for example, the 
15 Internet address of a homepage (URL). 



This request will be forwarded to data presentation management means, in the 
following exemplary referred to as portlet manager 4. This portlet manager 4 may 
be implemented in software within the webserver 3 or may be installed on a 

20 separate computer system which is connected or connectable to the webserver 3. 
Having received the request for data from the webserver 3 the portlet manager 4 
identifies the presentation requirements of the user device having sent the request 
for the data with respect to the presentation of the data to this user device. For this 
purpose the user device has means for identifying these requirements. These 

25 presentation requirements may be any conditions or limitations for the 
presentation of data on the user device, for example, kind and size of display for 
data on the user device, type of programming language or data format supported 
by the user device, or any other presentation requirements of the user device, for 
example, of the processor or the. memory. These presentation requirements may 

30 not only result from technical necessities, but also from an individual user's 
demands or wishes. The presentation requirements of the specific user device are 
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identified by the respective means either by being provided the information about 
the presentation requirements directly from the user device, together with the 
request for the data or separately, or by being provided information about the type 
of the user device and by procuring the needed information about the presentation 
requirements of the so identified user device from a data base, which may or may 
not be an integral part of the portlet manager, and which connects information 
about the type of the user device with the desired information about the specific 
presentation requirements of the user device with respect to the presentation of the 
requested data. 

In order for the data to comply with the identified requirements the portlet 
manager 4 loads all configuration information needed for presenting the requested 
data to the user device la or lb, respectively. Configuration information is all 
information about the layout and the presentation of the requested data. It must 
correspond to the identified requirements. The totality of the configuration 
information needed to present data to a certain user device is referred to as a 
presentation scheme. This is selected according to the presentation requirements 
of a certain user device by the data presentation management means, i.e. the 
portlet manager 4. For this purpose, XSL-stylesheets, which may be stored in 
storage medium 5 may be selected according to the identified requirements by 
means 7 for presenting data in accordance with the identified presentation 
requirements of the user device la. These means 7 are generally implemented in 
software. They may, for example, have access to a further external storage 
medium 8 on which, for example, XSL-stylesheets may be stored. The 
configuration data loaded in response to the user device's request may be stored in 
a specific file until the data to which it shall be applied has been provided. 

The portlet manager 4 now retrieves the requested data. The data is procured via 
the webserver 3 from portlets 9, 10,* -* - Portlets 9, 10, ... represent ways for 
accessing the requested data. This data may have different format. For example, 
text based information may be provided in the HTML format as well as in the 



Printed:22-03-2002 



Q 



DESC 



a 



P 4592 DE/ARG 



00100740 



-10 



WML format. The portlets 9, 10, ... have means for accessing data, including 
software modules, to retrieve the requested data for the portlet manager 4 from 
any accessible location, including internet homepages, data bases and other 
storage media. 

5 

In the portlet manager 4 the means 7 will then apply the presentation scheme 
loaded from storage media 5, 6 and 8 to the data. This presentation scheme will be 
applied to the data. Herewith, the data which was requested by the user device la 
or lb, respectively, is converted to presentable data which may be presented in 
10 accordance with the requirements of the user device 1 a or lb, respectively. 

Finally, the data may be transferred to the user device la, lb which requested it in 
the presentation required by this user device la, lb. Herewith, the user device la, 
lb may access the requested data in proper form. 

15 

Fig. 2 gives an example of a user's view on the present invention by showing a 
print-out of a screen 20 of a user device, here a laptop, utilizing a method 
according to the present invention. Screen 20 shows symbols 21, 22, 23, each 
standing for one portlet - 9, 10, ... in Fig. 1. The symbols 21, 22, 23, ... offered on 
20 the screen 20 and the portlets associated therewith can be freely chosen by a user 
of the user device. 



However, a portlet is only selected for display on screen 20, that means the user 
can only choose it, if its data may be presented by the user device. For example, if 

25 the user device does not support graphics, a portlet which defines the MIME type 
image/jpeg will not be selected for display on the screen 20, that means it will not 
be offered to the user of the user ^device. This pre-selection of portlets to be 
offered to the user is made by a comparison of the requirements of the user device 
and of the MIME type of data defined by each of the portlets. In the above 

30 example relating to graphics the presentation requirements of the user device, the 
laptop, regarding the presentation of data will not allow to support graphics. The 
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comparison with the MIME type of data defined by the various portlets will show 
that a portlet defining image/jpeg as its MIME type of data cannot be supported 
by this user device. Therefore, it will not be displayed on the screen 20. This 



as well as in the webserver, in the portlet manager or in the respective portlet 
itself. 

Instead of the screen print-out given in Fig. 2 the portlets may also be offered to 
the user of the user device in the form of a text based listing. This listing may be 
put together in the portlet manager, for e(xample v in the XML format. The 
information required for this listing, namely which portlet defines which mime 
type of data, may be retrieved via the webserver from the various portlets. 

Fig. 3 shows in a flow chart one possible way to fulfill the presentation 
requirements of the user device la or lb, respectively. In a first step 31 the user 
device la, lb sends a request to the portlet manager 4 via the webserver 3. This 
request either contains information about the presentation requirements of the 
requesting user device la, lb or it contains information about the identity of the 
user device la, lb. It further includes a description of the requested data. Such a 
description may be, for example, the URL of the data, if the requested data can be 
found on a homepage on the Internet. The portlet manager 4 will contact in step 
32 the corresponding portlet for retrieving this data. If the requested data is only 
available from several different portlets, those would be contacted in this step. In 
a next step 33 the portlet manager 4 retrieves the data from the one or more 
portlets. In order to consider the presentation requirements of the user device 1 the 
portlet manager 4 needs information about these requirements. In one 
embodiment of the present invention the portlet manager 4 extracts from the 
request in a further step 34 a list of MIME types supported by the user device la, 
lb. In another embodiment the " -pert-let : manager 4 may have a list of the 
presentation requirements of different user devices la, lb. In this case, the portlet 
manager 4 may analyze the identity of the user device la, lb in step 35 and then 



comparison may be made at any suitable location, for example, in the user device 
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contact this list in step 36 in order to obtain the information about the 
requirements of the user device la, lb. 

Fig. 4 shows a flow chart representing a method according to the present 
5 invention for presenting data on a user device with certain data presentation 
requirements. In a first step 41 the data presentation management means, i.e. the 
portlet manager 4 receives a request for data from a user device la, lb. In the next 
step 42 the portlet manager 4 identifies from this request the presentation 
requirements of the user device la, lb, as it was above described in relation to 
10 Fig. 3. In step 43 a presentation scheme is selected for the requested data in 
accordance with the identified presentation requirements. This enables the user 
device la, lb or the portlet manager 4 or another computer system which is able 
to be connected to the user device la, lb or to the portlet manager 4 to apply the 
selected presentation scheme to the data delivered by the portlets in order to arrive 
15 at presentable data which may be presented to the user device la, lb. 

Fig. 5 presents an exemplary embodiment of the method of the present invention. 
In this example, a setup as presented in and described in connection with Fig. 1 is 
used. Therefore, reference numerals below 50 refer to devices shown in Fig. 1 . 

20 

In step 50 the user device, for example, a mobile phone la sends a request for data 
via the network 2 to the webserver 3. The mobile phone la uses the wireless 
application protocol (WAP) as MIME type for data which it handles and 
processes. A browser may run on the mobile phone la. The requested data may 

25 be, in this example, a certain homepage which is available on the Internet at a 
certain URL. This homepage is programmed, for the purposes of this example, in 
an extensible markup language (XML). The request of the mobile phone la 
includes at least the URL of the . requested homepage and the MIME type 
supported by the mobile phone la;;i.e ? WAP. In this example, the identity of the 

30 user device la, lb and its user is transmitted together with or as a part of the 
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request. The request also includes a command, for example, "channel", if the 
content of the requested URL shall be loaded onto the user device. 

In step 51 this request of the mobile phone la is analyzed by the webserver 3 in 
5 order to decide whether this request has to be processed by the portlet manager 4. 
The alternative is to provide the data directly by the webserver 3. This decision - 
made in step 52 - is based on the MIME type used for the requested homepage 
and the MIME type supported by the mobile phone la. 

10 If the above question would be answered with "NO", then the requested data will 
be directly provided by the webserver 3 to the mobile phone la in step 53. This 
would require that the MIME type of the requested data and the MIME type 
supported by the mobile phone la are identical or at least compatible. This 
condition will frequently be fulfilled, for example, if a browser - which is able to 

15 handle and process data in XML - requests a homepage - which is also formated 
in XML. 

If the answer to the above question is "YES", the request is forwarded by the 
webserver 3 to the portlet manager 4 in step 54. The portlet manager 4 may be a 

20 servlet A servlet is an extension to a webserver which provides the webserver 
with information and logic. If a request for a certain URL, for example, is 
forwarded to the portlet manager 4, the portlet manager 4 is started. This leads to 
the portlet manager 4 processing the request. This processing includes doPost 
requests as well as doGet requests as it is shown in Table 1. In order to simplify 

25 the further communication the portlet manager 4 employs the URL mentioned in 
the request forwarded by the webserver 3 for identifying itself and saves this 
address in a string. The portlet manager 4 identifies also the requested command. 
In one embodiment of the present .invention there are supported at least the 
following commands. The "load" command loads information about the requested 

30 data. With the "save" command the user device submits settings made by the user 
device la in order to save these settings along with the user data. In order to 
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provide the content of a portlet to a user device the "channel" command is 
submitted. Since the user device 1 a requests in this example data from a portlet 
the "channel" command will be submitted by the mobile phone la. The 
functionality of the portlet manager 4, especially certain commands, is described 
5 in detail in the code shown in Table 1 . 

In step 55 the identity of the user device la and of the user employing the user 
device la is retrieved from the request. Then, in step 56, the portlet manager 4 
will access an internal or external storage medium, for example, data base 8 in 
10 order to check whether for the identified user device la and for the identified user 
a presentation scheme or parts of a presentation scheme are already stored. For 
example, a certain user may request a specific character type (font) for the data to 
be presented on the display of his mobile phone la, or a certain mobile phone la 
may request a specific character size (font size) in view of its specific display. 

15 

If "NO", that means the storage medium does not have any information about a 
presentation scheme or a part of a presentation scheme assigned to the specific 
user or the specific requesting user device la, the portlet manager 4 may search in 
step 57 in the network 2 for such individual presentation schemes or parts thereof. 

20 For example, if the network 2 is the Internet the portlet manager 4 may contact the 
homepage of the producer or distributor of the mobile phone la in order to find 
the desired information there. If the search of the portlet manager 4 is successful, 
the presentation scheme or part of a presentation scheme will be retrieved in step 
58. If the search is not successful, a default presentation scheme will be provided 

25 for later application to the requested data in step 59. 



30 



If "YES", that means the storage medium has information about a presentation 
scheme or a part of a presentation scheme assigned to the specific user or the 
specific requesting user device 1 a^ the portlet manager 4 loads this presentation 
scheme or part thereof in step 60. _ • 
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In step 61, based on the presentation scheme or part thereof retrieved and based 
on the request of the user device la the portlet manager 4 requests from one or 
more portlets 9, 10, ... the delivery of the requested data, here the homepage with 
the URL specified in the request of the user device la. This request includes a list 

5 of all MIME types which are either supported by the user device la or which may 
be converted by the portlet manager 4 into a MIME type which is supported by 
the user device la. Other additional information like, for example, the type of the 
browser used by the user device la may also be included in the request to the 
portlet. In step 61 the portlet manager 4 asks the portlets 9, 10 ... whether they are 

10 able to deliver the requested data in a MIME type listed in the request. In order to 
submit the request it may be necessary to create a connection to the portlet. 
If "NO", that means if the data cannot be delivered by the portlets 9, 10, ... in a 
MIME type which is supported by the user device la or which can be converted 
by the portlet manager 4 into a MIME type supported by the user device la, an 

15 error message is created in step 62, which is sent to the mobile phone la in order 
to report that the request for data sent in step 50 to the webserver 3 cannot be 
fulfilled. 

If "YES", that means if the data can be delivered by the portlets 9, 10, ... in a 
20 MIME type which is supported by the user device la or which can be converted 
by the portlet manager 4 into a MIME type supported by the user device la, the 
data are received by the portlet manager 4 in step 63. In step 64 the MIME type of 
the received data is analyzed as to whether the user device la supports it or 
conversion by the portlet manager 4 is necessary. 

25 

If no conversion is necessary, the requested data are transferred to the user device 
la directly via the webserver 3 and the network 2 in step 65. If, however, 
conversion is required, what will be the case in our example where the homepage 
is in XML and the mobile phone 1 a supports only WAP, the retrieved data will be 
30 analyzed in step 66 as to whether it is present in an extended markup language 
(XML). 
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If "NO" that means if the requested data is not in XML, the data will be 
converted in step 67 into the requested MIME type to arrive at presentable data by 
applying the corresponding presentation scheme, which includes conversion 
5 modules for the conversion of data between the respective MIME types. If, for 
example, the requested data would be supplied in HTML, this data would be 
converted from HTML to WAP in step 67, Subsequently, the created presentable 
data is sent to the user device la in step 65. 

10 If "YES", that means the data is in XML - like in the here chosen example — the 
portlet manager 4 will select the suitable presentation scheme. For XML data this 
presentation scheme may include a XSL stylesheet. If a user device specific 
presentation scheme is accessible, the portlet manager 4 will choose this. 

15 The requested data will then be subjected in step 68 to the application of the 
presentation scheme, in this example, to the selected XSL stylesheet. The 
presentation scheme may be retrieved by portlet manager 4 from storage medium 
5. Herewith, the presentation scheme - here: the XSL stylesheet — is applied to the 
data so that presentable data is created. This presentable data may be sent to the 

20 user device la in step 65. 

Fig. 6 shows an example of a portlet manager 4 according to the present 
invention. The portlet manager 4 comprises in this example six modules. Module 
A is a receiving module for receiving a request of the user device la, lb. Module 
25 B is an identifying module for identifying the presentation requirements of the 
user device la, lb. These two modules are able to communicate with the selecting 
module C in order to enable module C to select a presentation scheme for the 
requested data in accordance with the presentation requirements of the user device 
la, lb. : : 
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In the present example, the portlet manager 4 comprises also a retrieving module 
D for retrieving the requested data to the portlet manager 4. The applying module 
E will then apply the presentation scheme selected in module C to the data to 
create presentable data which may be presented by the user device. This 
5 presentable data will be submitted by a transmitting module E to the user device. 
The modules D, E and F need not be part of the portlet manager 4. They or some 
of them may also reside on the user device la, lb or on a computer system 
connected to the user device la, lb or to the portlet manager 4. 

10 It will be understood that the present invention is not limited to the examples 
given and explained in detail. 
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Table 1: 

public class Port let Manager extends HttpServlet 



{ 



This method provides information about a servlet used as portlet manager to a user 
device. In this example the method returns the name of the servlet and a copyright notice. 

public String getServletlnf o ( ) 

{ 
} 



return "Channel Manager - Copyright 2000 Sun Microsystems, Inc. 



This method is called when the webserver (HTTP server) loads the servlet. It is only 
called once for the purpose of initialization. In this case configuration path names are 
loaded to the XSL and XML files. 

public void init {ServletConf ig configuration) 
throws Servlet Except ion 

{ 

System. out .print In (get Servlet Info () ) ; 
super. init ( configuration ); 

m__aServlet Context = conf igur at ion. get Servlet Context {) ; 
m_aServlet Context * getServletContext () ; 



String sRootBase 
String sXslBase 
String sUserBase 
String sNoUserName 



try 

{--■ 



} 



sRootBase 
sXslBase 
sUserBase 
sNoUserName 



- null; 
= null; 
= null; 
= null; 



= new String (get Init Parameter ( "rootbase-uri" )) ; 
= new String (get Init Parameter ( "xslbase-uri" )) ; 
= new string (get Init Parameter ( "userbase-uri" ) > ; 
= new String (getlnitParameter ( "nouser-name" ) ) ; 



catch ( Exception e ) 

{ 
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Sy s t em. er r - print In ( M some required init parameter is 

missing" ) ; 

throw new ServletException( M init parameter missing") 



} 

The doPost method is called every time a HTTP post request arrives at the webserver 
10 with a request for an URL for which the servlei was configured initially. Post requests 

are handled in the same method where get requests are handled, so the doGetO method is 
called. 

public void doPost ( HttpServlet Request request, 
15 HttpServletResponse response ) 

throws Servlet Except ion, IOException 

{ 

doGet {request , response); 

1 

The doGet method is called every time a HTTP get request arrives at the webserver with 
a request for an URL for which the servlet was configured. 

public void doGet ( HttpServletRequest aHttpServletRequest , 

HttpServletResponse aHttpServletResponse ) 
25 throws Servlet Except ion, IOException 

{ 

try 
{ 

A string is formed which specifies the URL of the servlet based on the information coming 
30 with the request. This string can later be used to specify the servlet as target for a HTTP- 

request. This will be done once, because this URL can only change if the configuration of 
the webserver will change. In the latter case the servlet would be unloaded and loaded 
again. 

// do it only once 
35 if (m_sPrefixPath. length {) ==0) 

{ 

// build prefix path (e.g. 

www. sun. com: 8088 /portal/CM/) 

String sHostName = " " ,- 
40 String sContextPath = " " ; 

String sServletPath = " " ; 



// get host name part 

sHostName = aHttpServletRequest .getHeader ( "Host " ) ; 



if ((sHostName == null) || (sHostName . length { ) == 0) ) 
{ 

sHostName = 

aHttpServletRequest . getServerName ( ) + 
50 " : " + aHttpServletRequest . getServerPort () ; 

} 



sContextPath = ge t Context Path (aHttpServletRequest , 

new Object [0 ] ) ,- 



sServletPath = aHttpServletRequest .get Servlet Path() ; 
// get servlet path part 

m_sPref ixPath = "http:// u + sHostName + sContextPath; 
m_aDataFacade . set Context Pat h(m_s Pre f ixPath) ; 
60 m_sPref ixPath += sServletPath; 

// cone at 

m_aDataFacade . setPref ixPath (m_s Pre f ixPath) ; 
// set path on DataFacade 

65 m__aCoinmandFactory = new CommandFactory ( ) ; 

// new command factory 
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} 

The actual work for resolving the request is done by separate objects. For each command 
specified in the URL given in the request a new object is instanced which is responsible to 
5 resolve the request. This approach is based on a design pattern called the „ Commands- 

pattern. In the current realization there are the commands ,Joad", „save", „ article" and 
>t channel". The object associated with each command is instanced by the class 
CommandFactory. 

// get command pattern and execute 
10 Command aCommand = 

m_aCommandFactory .produce Command (aHttpServletRequest) ; 

aCommand . execute (aHttpServlet Request , aHttpServlet Response , 
ra_aDataFacade) ; 

15 } 

catch (Exception e) 

{ 

e .print St ackTrace ( System. out) ; 

} 

20 } 



private ChannelHook m_aChannelHook = null; 

25 private CommandFactorym_aCommandFactory = null; 

private DataFacade m_aDataFacade = null; 

private ServletContextm_aServletContext = null; 

private String m_sPref ixPath = " " ; 

30 ' 

The class CommandFactory parses the head of the specified URL for the request for a 
command, e.g. „ channel". If a known command is recognized the associated command 
object will be created. 

35 public class CommandFactory 

{ 

public Command produce Command (ServletRequest aRequest) 
throws ServletException 

40 Command aCommand = null; 

String sUrl = null; 

The following method makes sure that this is an HTTP request and gets the URL out of 
the request. 

45 if (aRequest instanceof HttpServletRequest) 

{ 

HttpServletRequest sHttpServletRequest = 

(HttpServletRequest) aRequest; 
sUrl = sHttpServletRequest .getPathlnf o () ; 

50 } 

else 



55 



{ 



} 



throw new ServletException ( 

"Request is not of type HttpServletRequest" 



The following method tries to recognize the recent command by comparing the head of 
the URL with the known set of commands. If a known command is found the associated 
60 class is instanced and this instance is returned to the caller. 

// careful: sort t order, of .i-f clauses is important 

if ( sUrl ! null ) 

{ 

if( sUrl . startsWith (CHANNEL) ) 
65 { - . 
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aCommand = new Channel Command ( ) ; 

f( sUr 1. st art sWith( ARTICLE) ) 

aCommand = new ChannelCommand ( ) ; 

else iff sUrl. start aWitht LOAD) ) 

aCommand = new LoadCommand ( ) ; 

else if( sUrl. start sWith< SAVE) ) 

aCommand - new Save Command ( ) ; 
System, out . print In ( " - new SaveCommand" ) ; 



20 



) ; 



if ( aCommand == null ) 

{ 

throw new ServletException( 

"Factory cant produce command for URL" + sUrl 



25 



return aCommand; 



30 



public final static String LOAD = "/load"; 

public final static String CHANNEL » "/channel"; 

public final static String ARTICLE = "/article"; 

public final static String SAVE = "/save"; 



35 



The ChannelCommand has to provide the content of a portlet as a response to a request 
The ChannelCommand is derived from the class Command, which is necessary, because 
of the use of the „ Command "-pattern. 
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public class ChannelCommand extends Command 

{ 



public void execute ( Servlet Request aRequest, 

Servlet Response aResponse, 

DataFacade aDataFacade) 
throws Servlet Except ion 



{ 

InputStream 

InputSource 

InputSource 

URLConnect ion 

String 

String 

aRequest .getParameter ("href" ) 
String 

aRequest .getParameter ( "Mime" ) 
String 
String 
String 
String 
Hashtable 



aDocInput Stream 
aDoc Input Source 
aTransInputSource 
aURLConnect ion 
sSessionld 
sEncodedURL 

s Pr e f e r redM imeType 



null; 
null; 
null; 
null; 

getSessionld (aRequest) , 



sDevice 
sXSL 
sDecodedURL 
sResponseContent 
aXSLParameters 



= aRequest .getParameter ( "Device" ) ; 

= aRequest . getParameter ( "XSL" ) , 



= new Hashtable ( ) ( 



try 
{ 

If no portlet is specificed in the URL information about all available portlets is returned. 
This will be decided by checking the URL for any additinal information. The information 
about all available portlets will be received from a data container called DataFacade. 
This concept is based on the design pattern Facade. 
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//set URL for root channel list 
if < (sEncodedURL==null) || 

( sEncodedURL . equals ( " " ) ) I I 

( sEncodedURL . equal s ( 11 root " ) ) ) 

5 { 

sDecodedURL = aDataFacade .getRootBase () ; 

} 

else 
{ 

10 sDecodedURL = URLDecoder .decode (sEncodedURL) ; 

} 

The part in the URL which specifies the Portlets is an URL which can be used to retrieve 
the content of the Portlet. This will be used to build a corresponding URL object which 
1 5 will be used later on to build an URLconnection. 

//get URL connection 

URL aURL = new URL ( sDecodedURL) ; 



20 



aURLConnection = aURL. openConnection () ; 
aURLConnection . setUseCaches (false) ; 

aXSLParameters .put (" Provider URL M , aURL. toString ( ) ) , 



25 In the following method all additional fields which are specified in the request will be 

copied to the new request. These fields can include, for example, the name of the browser 
used on the client side, that means in the user device. 

If tunnel properties 

j ava . ut il . Enumeration aHeaderNaraeList = 
30 ( (HttpServletRequest) 

aRequest) . get Header Names ( ) ; 

while (aHeaderNameList . hasMoreElements ( ) ) 

{ 

String sKey = (String) 
35 aHeaderNameList . next Element ( ) ; 

String sValue = ( (HttpServletRequest) 

aRequest) . get Header ( sKey) ; 
aURLConnection. setRequest Proper ty(sKey, sValue) ; 

} 

40 

The additional MIME types which are supported by the portlet manager will be added to 
a list of accepted MIME types and this list will be added to the new request. 

/ / set own mime types, because some devices accept some 
45 // mime types which make them crash. . . 

String s Support edMimeTypes ~ 

aDataFacade .getSupportedMimeTypes (sSessionld) ; 

aURLConnection . setRequest Property ( "accept" , 

50 sSupportedMimeTypes) ; 

The provider of the portlet content will be connected and the respective content will be 
read out by using an InputStream 

If get connection to URL 
55 aURLConnection . connect ( ) ; 

InputStream aProviderResponse = 
aURLConnection . get InputStream ( ) ; 

60 In case of a HTTP connection the information in the HTTP header can be used to 

recognize the MIME type of the; response. If the HTTP protocol is not used, the extension 
of the specified URLwill be checked . - 

if ( aURL. get Protocol ( ) . equals ("http" ) ) 
{ 
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} 

else 

{ 



// get content type 

sResponseContent = aURLConnection. getContentType ( ) 



If it is recognized that a XML file is requested, it is tried to guess which kind of XML file 
it is by analyzing the DOCTYPE field in the header of the XML file. In the case that an 
XML file based on a certain DTD will be recognized the response type will be set to the 
associated name. 

// protocol is not http, so get content via file 
if ( sDecodedURL . endsWith ( " . xml " ) ) 



content 



//seems to be an xml file, so get doc type 

aProviderResponse .mark (1024) ; 
byte[) aBuffer = new byte [1000]; 
aProvider Response . read(aBuf fer) ; 
aProviderResponse . reset ( ) ; 



String aSearchString 
int nDoctype Posit ion 



new String (aBuffer) ; 



aSearchString. indexOf ( 
11 < ! DOCTYPE " ) ; 



if { nDoctype Pos it ion==-l) 



{ 



else 



aSearchString. substring (nDoctypePosition) 



") ; 



aTokenizer .nextToken () ; 



" t ext /vnd . sun . xml . Channe Is" ; 



"text/vnd. sun. xml .Article" ; 



//unknown xml, send as binary 
sResponseContent = ""; 



// found "doctype", determine doctype 
String aTokenizerFeed = 



StringTokenizer aTokenizer = new 

StringTokenizer {aTokenizerFeed, 



// get doctype 
aTokenizer .nextToken ( ) 

String sResult = 



if (sResult .equals ( "Channels" ) > 
{ 

sResponseContent = 



else if (sResult . equals { "Article" > ) 
sResponseContent - 



lse 



//unknown xml, send as binary 
sResponseContent = 



} 

else 

{ 
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Jfit is not a XML file, the class URLconnection will guess the content type of the response 
stream. 

//no xml file, so start guessing 
sResponseContent = 

5 

aURLConnection . guessContentTypeFromStream ( 
aProviderResponse) ; 
10 i £ ( sResponseContent = =nul 1 ) 

{ 

//okay, now I'm helpless 
sResponseContent=" " ; 

) 

15 } 

) 

aXSLParameters .put ( " ProviderMimeType" , sResponseContent) ; 

20 // xml response? 

if ( 'sResponseContent . start sWith ( "text /vnd . sun. xml . ") ) 

{ 

If the response content is not in a XML format handled by the portlet manager, the 
25 response is returned as response to the original request without any modification. 

// upps, no xml, so simply tunnel through as raw data 
aResponse . setContent Type (sResponseContent) ; 

if (aResponse instanceof HttpServletResponse) 
30 { 

( (HttpServletResponse) 

aResponse) . setDateHeader ( 

"Last-Modified" , 

System. currentTimeMillis () ) ; 
35 } 

The inputstream of the response is copied to the outputstream of the response of the 
original request 

Inputstream aURLConnectionlnStream - 

40 aProviderResponse ; 

Outputstream aResponseOut Stream 
aResponse . getOutputStreara ( ) ; 

45 byte[] aBuffer = new byte [1024]; 

int iReadLength = 0 ; 
int iReadLengthSum = 0; 

while ( (iReadLength= 

50 (aURLConnectionlnStream. read( aBuffer) )) !=-l ) 

{ 

aResponseOut St ream. write (aBuffer, 0, iReadLength) ; 

55 iReadLengthSum += iReadLength ; 

} 



60 last 



// unfortunately available () not possible, 

// so I have to use a buffer and set filelength at 

aResponse. set Content Length (iReadLengthSum) ; 

aResponseOut St ream. f lush ( ) ; 



65 return; 

} 

else 
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{ 

If no preferred MIME type, device type or XSL-stylesheet specified with the request 
exists, the associated default type is used. 



// yes, so build path for xsl file which generates 



response 



if { (sPreferredMimeType==null) | 
(sPreferredMimeType . length () = 



=0) ) 



10 



// no mime parameter set so get it 
// via portal servlet 
sPreferredMimeType = 



15 



20 



25 



30 



35 



aDataFacade . get Pre f erredMimeType { sSessionld) 

} 



if ( (sDevice==null) || (sDevice . length () ==0) ) 

{ 



//no device parameter set so get it 
// via portal servlet 
sDevice » 

aDataFacade .get Devi ceName (sSessionld) ; 

} 

if ( (sXSL==null) || (sXSL.length()==0) ) 
{ 

If channels are processed, the channel sytlesheet is used, if articles are processed, the 
article stylesheet is used. 

// no XSL parameter set so get via content 
String sSubMime = 

if (sSubMime .equals ( "Channels" ) ) 



sResponseContent . substring (17) , 



sXSL 



" Channel s . xsl " ; 



{ 
} 

else if (sSubMime .equals ("Article") ) 
{ 



SXSL 



"Article .xsl" ; 



40 



else 

{ 



throw new Servl et Except ion ( 

"+++ no correct xsl type! ! ! " ) ; 
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else 
{ 

If a XSL parameter is specified with the request, this stylesheet is used. 

// if no .xsl extension, add one 
if ( sXSL . indexOf (". ")==-!} 



} 



} 



SXSL = SXSL+" .XSl" ; 



The path to find the XSL stylesheet file is built. First, a device specific file is searched for 
in a subdirectory with the name of the device. If this file is not available, the more generic 
device independent stylesheet is Used. 

// build first chance path to xsl file 

URL : - aTempURL = new URL (aDataFacade , get XSLBase ()) ; 

String sXSLBase = aTempURL . get File () ; 

String - sSubMime = sPref erredMimeType . substring ( 

sPreferredMimeType . indexOf ( "/") +1) ; 

File aXSLMime = new File ( sXSLBase, sSubMime); 

File aXSLDevice = new File (aXSLMime, sDevice); 

Eile . aXSLFull = new File (aXSLDevice, sXSL) ; 
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t r ans format ion ) 



if ( ! aXSLFull. exists <) ) 
{ 

// first chance xsl file not there build 
// second chance (no device specific 

aXSLFull = new File (aXSLMime, sXSL) ; 

if ( ! aXSLFull . exists ( ) ) 
{ 

// no xsl found -> error 
throw new ServletException ( 
»+++ 



" +aXSLFull . getAbsolutePath ( ) + 



} 



B file not found!"); 



20 



All the objects needed to parse XML-documents and for the XSL transformation are set 
up. 
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// build parse environment 
ValidatingParser aVal Parser 



Validating Parser (true) ; 



Xml Document Builder ( ) ; 



ValidatingParser (false) 



XmlDocument Builder ( ) , 



XSLTransformEngineO ? 



XmlDocument Bui lder 
Val idat ingPar ser 
XmlDocument Bui lder 
XSLTransf ormEngine 



XmlDocument 
XmlDocument 
XmlDocument 



aValDocBuilder = 
new 

aParser = 

new 

aDocBuilder = 
new 

aTrans former = 
new 

aSourceDoc = null; 

aTrans formerDoc - null; 
aDrainDoc = 

new XmlDocument () j 



// hook own entity resolver for finding dtds 
XMLResolver aXMLResolver = new XMLResolver (true) 
aXMLResolver - registerCatalogEntries ( 



"com. sun. star. portal. channel. dtd") ; 

// get/config parser and builder 
aValDocBuilder . set Par ser (aVal Parser) ; 
a Val Parser . setEntityResolver (aXMLResolver) ; 
aValDocBuilder. setDisableNamespaces (false) ; 

aDocBuilder. setParser (aParser ) ; 

aParser . setEntityResolver (aXMLResolver) ; 

aDocBuilder. setDisableNamespaces (false) ; 

Parse the received response as an XML document and hold the whole document as a 
DOM tree in memory. 

- // parse received xml validating 

aDocInputSpurce = new Input Source (aProvider Response) 
aDoc Input Source . setSystemld ( sDecodedURL) ; 
aVal Par ser .parse (aDoc Input Source) ; 
aSourceDoc - aValDocBuilder .getDocument () ; 



The XSL stylesheet is parsed and loaded into a memory. 
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// parse xsl file NON validating 

aTempURL = aXSLFull . toURL ( ) ; 

aXSL Par ame t e r s . put ( ° Trans f ormURL " , 

aTempURL . toString ( ) ) ; 

aTrans Input Source = new 
InputSource ( aTempURL . toString { ) ) ; 

aParser .parse (aTrans Input Source) ; 
aTransformerDoc = aDocBuilder .getDocument ( ) ; 

If the loaded document is a list of channels, this document is modified in a memory to 
which a user is not subscribed or of which the MIME type is not accepted for the 
response. This is necessary, because such content could not be displayed on a user 
device. 

if 

(sResponseContent .equals { "text/vnd. sun. xml .Channels" ) ) 



{ 



Element 



aRoot Element = 
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aSourceDoc . get Document Element ( ) ; 

TreeWalker aRootWalker 

new TreeWalker ( aRoot Element ) ; 
Element aChannel Element = null; 

// walk through channel elements 
while ( (aChannel Element = 

aRootWalker . getNextElement ( "Channel" ) ) 

!= null) 



{ 



// set subscribed attribute 
String sHref = 



aChannelElement . getAttribute ( "href" ) , 



sHref ) ) 



TreeWalker (aChannelElement ) 



channel 



aMimeElement .getFirstChild () , 
String (aNode . getNode Value () ) 



if (aDataFacade . isSubscribed ( 

sSessionld, 



} 

else 

{ 



aChannelElement . setAttribute ( 
"subscribed", "true" >; 



aChannelElement . setAttribute ( 
" subscribed 1 ' , " false" ) ; 



TreeWalker aChannelWalker 
new 



Element 
boolean 



aMimeElement = null ; 
bMimeAccepted = false; 



// walk through mime -type elements of 

while ( ( (aMimeElement = 

aChannelWalker .getNextElement { 
" mime -type" ) ) != null) 
(•bMimeAccepted) ) 

{ 

Node aNode = 



String sMimeType 



bMimeAccepted « 

aDataFacade . isMimeTypeAccepted ( 
sSessionld, sMimeType) ; 
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} 



} 



// set accepted attribute 
if (bMimeAccepted) 

{ 

aChannelElement . set At tribute { 

"accepted", "true") ; 

} 

else 

{ 

aChannelElement . set At tribute < 

"accepted", "false") 

) 



If the haded document is an article, it is checked, if this MIME type is accepted as a 
response. 

else 

if (sResponseContent .equals ( 11 text /vnd. sun. xml .Article") > 



{ 



Element aRoot Element = 



aSourceDoc .getDocumentElement () ; 

TreeWalker aRootWalker 



new 

TreeWalker (aRoot Element) ; 
Element altemElement = null; 

// walk through item elements 
while < (altemElement - 

aRootWalker . getNext Element ( 11 Item" ) ) l - 



null) 



{ 



TreeWalker (altemElement) ; 



item 



) 



TreeWalker altemWalker = new 



Element aMimeElement = null; 
boolean bMimeAccepted = false; 

// walk through mime-type elements of 

while ( { (aMimeElement = 

altemWalker . getNext Element ( 

"mime-type")) I- null) 
( ! bMimeAccepted) 



{ 



Node aNode = 



aMimeElement . get First Chi Id () ; 
String (aNode . getNodeValue ( ) ) ; 



sMimeType) ; 



String sMimeType = new 



bMimeAccepted = 

aDataFacade . isMimeTypeAccepted ( 
sSessionld, 



// set accepted attribute 
if (bMimeAccepted) 

{ 

altemElement . set At tribute ( 

"accepted". 



"true") 



"false") ; 



else 



{ 



altemElement . setAttribute ( 

"accepted" , 



} 



} 
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The global parameters for theXSL transformation are set and the loaded XML document 
is transformed according to the rules in the loaded XSL stylesheet 



10 



15 



20 



25 



30 



aXSLParameters) ; 



aTransf ormerDoc = aDataFacade . set Parameters ( 
aTransf ormerDoc, aRequest, 



// transform 

aTransf ormer . createTransf orm (aTransf ormerDoc) 



, transform (aSourceDoc , aDrainDoc) ; 

The outputstream for the response is obtained and the transformed XML document is 
streamed, which now can be, for example, HTML or WML to this stream. The webserver 
delivers this stream as the response of the original request to the client 



aResponse . getOutput Stream ( ) 



// write it 

Outputstream aOutStream = 



aResponse . setContentType (sPref erredMimeType) ; 
aDrainDoc .write (aOutStream) ; 
aOutStream. flush () ; 



} 

catch ( . 
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5 Claims 

1. A method for presenting data on a user device with presentation requirements 
relating to the presentation of said data on said user device, comprising the 

10 following steps: 

a) receiving a request from said user device for said data by data presentation 

management means, 

b) identifying said presentation requirements of said user device to said data 
presentation management means, 

15 c) selecting a presentation scheme for said data in accordance with said 

presentation requirements, so that said presentation scheme can be applied 
to said data to create presentable data to allow the presentation of said data 
on said user device. 



20 2. A method according to claim 1, wherein step c) is carried out by said data 
presentation management means. 

3. A method according to any of the preceding claims, comprising the following 
further step: 

25 d) applying said presentation scheme to said data to create presentable data to 

allow the presentation of said data on said user device. 

4. A method according to the claim 3, wherein step d) is carried out by said data 
presentation management means. 

30 

5. A method according to claim 4, wherein step d) is carried out by said user 
device. 
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6. A method according to any of claims 1 to 4, comprising the following step: 
e) transmitting said presentable data to said user device to allow the 
presentation of said data on said user device. 



5 7. A method according to any of the preceding claims, wherein said data are 
retrieved by said data presentation management means before the application 
of said selected presentation scheme. 



8. A method for obtaining data by a user device having presentation 
10 requirements relating to the presentation of said data on said user device, 

comprising the following steps: 

a) submitting a request by said user device to data presentation management 
means for obtaining said data from said data presentation management 
means, said request causing the identification of said presentation 

15 requirements of said user device to said data presentation management 

means, the selection of a presentation scheme for said data in accordance 
with said presentation requirements of said user device by said data 
presentation management means, said request further causing the 
application of said selected presentation scheme to said data to create 

20 presentable data, and 

b) receiving in said user device said presentable data to allow the 
presentation of said data by said user device. 



9. A method for obtaining data by a user device having presentation 
25- requirements relating to the presentation of said data on said user device, 

comprising the following steps: 

a) submitting a request by said user device to data presentation management 
means for obtaining said data from said data presentation management 
means, said request causing the identification of said presentation 
30 requirements of said user device to said data presentation management 

means and the selection of a presentation scheme for said data in 
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accordance with said presentation requirements of said user device by said 
data presentation management means, 

b) receiving in said user device said selected presentation scheme for said 
data, 

c) applying in said user device said selected presentation scheme on said data 
to create presentable data. 

10. A method according to the preceding claim, wherein said user device receives 
said data via said data management presentation means. 

1 1 . A method according to any of the preceding claims, wherein said presentation 
requirements of said user device are determined based on information about 
said user device. f 



15 12. A method according to any of the preceding claims, wherein said data 
includes at least one function which may be utilized by means of said user 
device. 

13. A method according to any of the preceding claims, wherein said user device 
20 is a computer system including at least a processor, a storage medium and an 

i-/o-interface. 

14. A method according to any of the preceding claims, wherein said data is 
retrieved via at least one portlet. 



15. A method according to the preceding claim, wherein representations of at least 
two of said portlets are arranged in tree-like organization on said user device. 



30 



16. A computer program for cairying'out a method according to any of the 
preceding method claims on a computer system. 
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17. A data carrier for storing a computer program for carrying out a method 
according to any of the preceding method claims on a computer system. 

18. A method for using a computer system for carrying out a method according to 
5 any of the preceding method claims. 

19. A computer system comprising at least a processor, a memory and an i-/o- 
interface for representing data depending on presentation requirements of a 
user device relating to the presentation of said data on said user device, 

10 comprising data presentation management means, wherein said data 

presentation management means include: 

a) a receiving module for receiving a request of said user device for said data, 

b) an identifying module for identifying said presentation requirements of 
said user device, and 

15 c) a selecting module for selecting a presentation scheme for said data in 

accordance with said presentation requirements. 



20 



20. A computer system according to the preceding claim, wherein said data 
presentation management means further include: 
d) a retrieving module for retrieving said data. 



25 



21. A computer system according to any of the preceding computer system 
claims, wherein said data presentation management means further include: 
e) an applying module for applying said selected presentation scheme to said 

data to create presentable data which may be presented by said user 

device. 



30 



22. A computer system according to any of the preceding computer system 
claims, wherein said data presentation management means further include: 
f) a transmitting module for transmitting said presentable data to said user 
device to allow the presentation of said data on said user device. 
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23. A computer system according to any of the preceding computer system 
claims, wherein said computer system includes a webserver. 

5 24. A computer system according to any of the preceding computer system 
claims, wherein said retrieving module for retrieving said data includes at least 
one portlet. 

25. A computer system according to the preceding claim, wherein representations 
10 of at least two of said portlets are arranged in a tree-like organization. 
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Abstract 



A method for presenting data on a user device with presentation requirements 
relating to the presentation of said data on said user device, comprising the 
10 following steps: 

a) receiving a request from said user device for said data by data presentation 
management means, 

b) identifying said presentation requirements of said user device to said data 
presentation management means, and 

15 c) selecting a presentation scheme for said data in accordance with said 
presentation requirements, so that said presentation scheme can be applied to 
said data to create presentable data to allow the presentation of said data on 
said user device. 



